We claim: 



CLAIMS 



1 . A product protector for creating a standoff height when placed 
between a load being shipped and a shipping container, the product protector 
comprising: 

a first side leg and a second side leg joined to each other to define a 
5 corner, each of the side legs being positioned in substantially continuous contact 
with a different face surface of the load being shipped; 

a first standoff leg contained on the first side leg, the first standoff 
leg extending approximately 90° from the first side leg; and 

a second standoff leg integrally formed with the second side leg, the 
10 second standoff leg extending at approximately 90° relative to the second side leg; 

wherein the first and second standoff legs contact the shipping 
container to provide the standoff height between the shipping container and the 
product package. 

2. The product protector of claim 1, wherein the product 
protector is formed from laminated paperboard material. 

3. The product protector of claim 1, wherein the side legs and the 
standoff legs are integrally formed. 

4. The product protector of claim 1, wherein the product 
protector is formed from a substantially rigid material. 

5. The product protector of claim 1, wherein the side legs and the 
5 standoff legs have substantially uniform thickness. 



7 



6. The product protector of claim 1, wherein the length of the 
standoff legs is less than the length of the side legs. 

7. The product protector of claim 1, wherein the side legs are 
joined together at substantially 90° relative to each other. 

8. The product protector of claim 1, wherein the side legs and the 
standoff legs are flat. 

9. A product protector for providing a standoff height between a 
load being shipped and the walls of a shipping container, the product protector 
comprising: 

a first side leg and a second side leg positioned at approximately 90° 
relative to each other, each of the side legs being in substantially continuous 
contact with a different face surface of the load being shipped; and 

a corner portion positioned between the first side leg and the second 
side leg, the corner portion having a arcuate shape, wherein the corner portion 
contacts a comer of the shipping container to define the standoff height between 
the walls of the shipping container and the load being shipped. 
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